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PORTOLLA DRIVE TO MARYLAND AVENUE

CONTRACT B3 - UNDERGROUND WORKS

WD-1456

1ST STREET WATERMAIN & WALKWAY

NOTES:

1. LOCATION OF UNDERGROUND STRUCTURES AS SHOWN ARE BASED ON THE BEST INFORMATION AVAILABLE BUT
NO GUARANTEE IS GIVEN THAT ALL EXISTING UTILITIES ARE SHOWN OR THAT THE GIVEN LOCATION ARE EXACT.
CONFIRMATION OF EXISTENCE AND EXACT LOCATION OF ALL SERVICES MUST BE OBTAINED FROM THE INDIVIDUAL
UTILITIES BEFORE PROCEEDING WITH CONSTRUCTION.

2. EXISTING HYDRO POLES AND LIGHT STANDARDS TO REMAIN DURING CONSTRUCTION.  THE CONTRACTOR SHALL
BE RESPONSIBLE FOR COORDINATING WITH HYDRO TO ENSURE HYDRO POLES AND LIGHT STANDARDS ARE
STABILIZED DURING WATERMAIN INSTALLATIONS.

3. TREE REMOVAL (IF REQUIRED) SHALL BE INCIDENTAL TO COMMON EXCAVATION.

4. THE WATER LEVEL IN THE RETENTION POND ADJACENT TO THE PROPOSED WALKWAY AND DITCH INSTALLATION IS
CONTROLLED BY PUMP.  HOSES MAY BE PERIODICALLY CONNECTED TO THE HDPE DISCHARGE PIPE.  THE
CONTRACTOR SHALL NOT INTERFERE WITH PUMPING OPERATIONS.
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CONTRACT B3 - UNDERGROUND WORKS

WD-1456

1ST STREET WATERMAIN & WALKWAY

NOTES:

1. LOCATION OF UNDERGROUND STRUCTURES AS SHOWN ARE BASED ON THE BEST INFORMATION AVAILABLE BUT
NO GUARANTEE IS GIVEN THAT ALL EXISTING UTILITIES ARE SHOWN OR THAT THE GIVEN LOCATION ARE EXACT.
CONFIRMATION OF EXISTENCE AND EXACT LOCATION OF ALL SERVICES MUST BE OBTAINED FROM THE INDIVIDUAL
UTILITIES BEFORE PROCEEDING WITH CONSTRUCTION.

2. EXISTING HYDRO POLES AND LIGHT STANDARDS TO REMAIN DURING CONSTRUCTION.  THE CONTRACTOR SHALL
BE RESPONSIBLE FOR COORDINATING WITH HYDRO TO ENSURE HYDRO POLES AND LIGHT STANDARDS ARE
STABILIZED DURING WATERMAIN INSTALLATIONS.

3. TREE REMOVAL (IF REQUIRED) SHALL BE INCIDENTAL TO COMMON EXCAVATION.
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CONTRACT B3 - UNDERGROUND WORKS

WD-1456

1ST STREET WATERMAIN & WALKWAY

NOTES:

1. LOCATION OF UNDERGROUND STRUCTURES AS SHOWN ARE BASED ON THE BEST INFORMATION AVAILABLE BUT
NO GUARANTEE IS GIVEN THAT ALL EXISTING UTILITIES ARE SHOWN OR THAT THE GIVEN LOCATION ARE EXACT.
CONFIRMATION OF EXISTENCE AND EXACT LOCATION OF ALL SERVICES MUST BE OBTAINED FROM THE INDIVIDUAL
UTILITIES BEFORE PROCEEDING WITH CONSTRUCTION.

2. EXISTING HYDRO POLES AND LIGHT STANDARDS TO REMAIN DURING CONSTRUCTION.  THE CONTRACTOR SHALL
BE RESPONSIBLE FOR COORDINATING WITH HYDRO TO ENSURE HYDRO POLES AND LIGHT STANDARDS ARE
STABILIZED DURING WATERMAIN INSTALLATIONS.

3. TREE REMOVAL (IF REQUIRED) SHALL BE INCIDENTAL TO COMMON EXCAVATION.
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NOTES:

1. LOCATION OF UNDERGROUND STRUCTURES AS SHOWN ARE BASED ON THE BEST INFORMATION AVAILABLE BUT
NO GUARANTEE IS GIVEN THAT ALL EXISTING UTILITIES ARE SHOWN OR THAT THE GIVEN LOCATION ARE EXACT.
CONFIRMATION OF EXISTENCE AND EXACT LOCATION OF ALL SERVICES MUST BE OBTAINED FROM THE INDIVIDUAL
UTILITIES BEFORE PROCEEDING WITH CONSTRUCTION.
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